
Suspension system for concealed  
mounted panels and ceiling planks

QUICK-LOCK CeILIng SyStemS  The best base for your ceiling



Unique features
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The ideal suspension system for concealed mounted ceiling 
panels or ceiling planks.

The Cross-Lock suspension system 

makes it possible to construct 

aesthetically pleasing acoustic ceilings 

while retaining all the advantages of 

a standard ceiling system in terms 

of installation and use. This unique 

system is suitable for hard and soft 

Cross-Lock
QUICK-LOCK®

ceiling panels ranging from mineral fibre 

and plasterboard to decorative wood-

look panels. Systems are available for 

fully concealed-mount installation of 

standard size or extra large panels and 

for visible-mount installation of rebated 

ceiling planks.

•	 	A	rigid,	safe	and	dimensionally	

stable	suspension	system	for	

maximum	aesthetic	quality

•	 	Fast	installation:	less	measuring	

and	fewer	suspension	points

•	 	System	solutions	for	light	fitting	

arrays

•	 	Ideal	system	for	concealed-mount	

ceiling	panels

•	 	Highly	suitable	for	plank	ceiling	

installation

Cross-Lock connection 
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Dimensionally stable 
suspension system
Perforations are pre-punched in 

the profiles at the factory to allow 

attachment of the Cross-Lock brackets 

and ensure precise dimensioning. This 

eliminates the need to measure up and 

guarantees a dimensionally stable, 

square and rigid suspension system. 

This approach visibly upgrades the 

aesthetic qualities of concealed-mount 

ceiling systems.

Plank ceiling installation Concealed-mount installation

Adaptable load-bearing capacity
The use of a double suspension system 

makes it possible to configure the 

distances between the primary beams 

and suspension points for optimum 

load distribution. In practice, this often 

means that fewer suspension points 

are required than normal. Smaller 

distances increase load-bearing 

capacity where required.  

The Cross-Lock system consists of 

primary and secondary support profiles 

which are easily attached crosswise 

to each other using the unique Cross-

Lock brackets. The bracket attachment 

is designed in such a way that every 

joint contributes to the stability and 

squareness of the suspension system.
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Depending on the type of panel, the 

ceiling panels can be inserted up 

through the system and tilted into 

position from above or hung in position 

from below. In the case of panels that 

can be tilted into position from above, 

the maximum panel width is limited 

to the distance between the primary 

profiles.

Cross-Lock Standard 
The standard Cross-Lock suspension 

system is designed to accommodate 

standard panels (typical dimensions 

of 600 x 600 mm) that are suitable for 

concealed-mount installation.

Quick-Lock Unipro mainbeams are 

used as primary and secondary beam. 

The innovative suspension perforation 

Cross-Lock Concealed-mount, 
demountable systems

QUICK-LOCK®

Cross-Lock standard

Panels for installation 
from above

Panels for installation 
from below

design allows the profile to be used for 

both purposes. In addition this profile 

is also suited for use as a mainbeam in 

visblie mounted ceilings.
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Cross-Lock XL
The Cross-Lock XL system is suitable for 

concealed-mount installation of large-

format ceiling panels. Standard Quick-

Lock main profiles fulfil the function of 

the primary profiles while Quick-Lock 

stepped T-profiles with a Cross-Lock 

perforation every 300 millimetres are 

used as the secondary profiles.

The shape of this profile makes it 

possible to insert or remove all panels 

without difficulty. The position of the 

primary profiles can be determined 

optimally without having to make 

allowance for the panels.

Cross-Lock XL Cross-Lock XL

Cross-Lock XL panel installation
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Cross-Lock plank ceilings
The Cross-Lock system is ideally 

suited for mounting rebated-edge 

planks in rows. The short faces of the 

panels, which are normally 30 or 40 

cm wide, are butted up to each other 

in this configuration. The Cross-Lock 

system makes it possible to install 

the secondary profiles that carried 

the panels rapidly and precisely at 

the right inter-panel dimension. The 

length of the panels is limited to the 

distance between the primary support 

profiles in order to allow mounting and 

demounting. 

Cross-Lock plank ceiling  
installation

Cross-Lock rebated-edge panel



6

Cross-Lock accessoires
QUICK-LOCK®

Light fittings
Lighting can be installed in the panels 

in the form of spots and downlighters. 

Lay-in light fittings are also often used 

in a concealed-mount ceiling. Special 

light fitting brackets make it possible 

to install Quick-Lock main profiles at 

a reduced height, resulting in a flush 

fit between the light fitting and ceiling 

panels.

Panel edge profiles
Depending on the brand and panel 

dimensions, it may be necessary to 

strengthen the ceiling panels using 

panel edge profiles. If applicable, the 

panels are supplied with a rebate in 

the panel edge. The profile ends are 

engineered so that the panels can be 

inserted and removed without difficulty. 

There is a choice of multiple profile 

heights and lengths.

Concealed-mount system with 
lay-in light fittings
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Panel stops
Panel stops that act as abutment 

points for the panels can be installed 

in order to align the ceiling panels.

Cross-Lock system components 
QUICK-LOCK®

1.   Quick-Lock Unipro 24-38 universal 

mainbeam

2.  Quick-Lock 24-38 mainbeam 

3.  Stepped T-profile with Cross-Lock 

perforation

4.  Panel edge profiles

5.  Cross-Lock bracket

6a.  Panel stop Quick-Lock 24-38 

6b.  Panel stop stepped T-profile

7.  Cross-Lock light fitting bracket 
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QUICK-LOCK ® Ceiling systems QUICK-LOCK ® Cross-Lock QUICK-LOCK ® Insula

Product
API’s ceiling suspension systems are 

notable for their modular construction, 

functionality, straightforward and 

fast assembly, dimensional stability 

and reliability. There is a broad 

range from which to choose, and this 

undergoes continual improvement and 

expansion. As a result, the very latest 

ceiling trends can be achieved using 

Quick-Lock products.

Dependability 
Our organisation’s professional 

logistics ensure that the right products 

are delivered to the right place at the 

right time.

Speed
Much of our range can be supplied 

straightaway from stock. Specially 

designed production lines make it 

possible to deliver to order quickly and 

efficiently.

Expertise 
Decades of experience dealing with 

ceiling applications and continual 

development have placed API in a 

position to provide expert advice 

on system applications and the 

appropriate solution for each ceiling.

QUICK-LOCK CeILIng SyStemS  
The best base for your ceiling

Further information
www.api.nl
Wide-ranging information about our 

systems, application options and new 

developments.

API Catalogue
Each year a comprehensive and 

detailed overview of the entire range 

and its possible applications.

API Questions & Answers
Send us your questions via the 

website or else by email or telephone.

YouTube
Assembly instructions for a number 

of systems: www.youtube.com/

quicklockceilings

Twitter
@APIQuickLock

Email newsletter
Current projects, examples of 

applications, (usage) tips and other 

news items.

CAD service
An extensive source of information 

containing the most diverse range of 

ceiling solutions.

Sample sets
Available for all ceiling suspension 

systems.
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Saint-Gobain API BV
PO Box 1
3840 AA Harderwijk
The Netherlands

Tel. +31-341-474600
Fax +31-341-474626
E-mail sales@api.nl
www.api.nl


